
TYRE EASE TYRE TOOL
STEP BY STEP INSTRUCTIONS

Step 1.
Pour some talcum powder into the tyre and turn the tyre to coat the inside. 
This will assist the inner tube to slide into place.

Step 2.
Screw the valve stem into the inner tube and inflate inner tube slightly.
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Step 3.
Place the inner tube into the tyre.

Step 4.
Push the valve stem through the rim hole and screw in the valve cap. This will save 
trying to get the valve stem in later when getting your hands under the tyre bead can
be a very difficult job. The Desert Fox Valve stem puller is a great help and is available here.

Step 5.
If your bike has a rim lock, start there. If it does not, start at the valve and push the bottom
bead over the rim and under the rim lock or valve. Continue on pushing the tyre over the 
rim as far as you can by hand.
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http://bikegear.co.za/product/motorcycle-tire-valve-stem-puller/


Step 6.
Use the Tyre Ease tool to push the bottom bead over the rest of the rim. Lifting up on the 
bottom of the tyre, to get the bottom tyre bead into the center channel of the rim, makes 
it easier for the tyre bead to slip over the rim.

Step 7.
The bottom tyre bead is now nearly all the way over the rim.

Step 8.
You are half way finished! The lower tyre bead is completely over the rim and the valve 
stem is installed.
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Always ensure the head of the Tyre Ease
is pushed all the way down where it fits into
the axle.  



Step 9.
With the rim lock or valve placed at the top, start pushing the tyre bead over the rim at the 
bottom,180 degrees from the rim lock. You can usually get it started by using both hands or, you 
can use a tyre iron if necessary. Desert Fox tyre irons are available here.

Step 10.
Using the Tyre Ease tool, push the tyre over the bead 2-4 cm on one side, and 
then do the same on the other side. This way you are working the tyre bead over the rim, 
working each side equally toward the top and the rim lock or valve.

Step 11.
IMPORTANT: It is important to stop regularly and push the section of the tyre that is under the
rim down into the rim channel. This shortens the distance the tyre bead has to stretch to get
all the way over the top of the rim and it makes the job a lot easier. 
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Always ensure the head of the Tyre Ease
is pushed all the way down where it fits into
the axle.  

http://bikegear.co.za/product/desert-fox-motorcycle-tyre-spoon/


Step 12.
HAND POSITION: Pushing down on the handle and pushrod at the same time. This keeps the red 
bracket on the wheel hub and the pushrod pushing the bead outward over the rim. 
This is critical at this stage of the tyre mount. 

Step 13.
In this photo the tyre bead is almost all the way over the rim.

Step 14.
Push the rim lock or valve into the rim before you push the tyre bead over the rim.
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Step 15.
Tyre mounting complete! Don't forget to tighten the rim lock or tube valve stem nut. 
Never use a spanner to tighten the tube valve stem nut. A firm hand tight is all that is required. 
If overtightened it will place undo stress on the valve stem and tube which could lead to the 
valve stem ripping out from the tube.

Step 16.
Tyre & wheel back on. Ready to rip........

TIPS FOR SUCCESSFULLY CHANGING TIRES

USING THE DESERT FOX TYRE EASE 

Use the proper tools. You will need the following:
• Quality tire irons for tire removal. Desert Fox Tyre irons can be found here.
• Desert Fox Tyre Ease Tool for tyre installation (note: you may also require the 17mm axle 
   shaft or 25mm sleeve depending on the axle diameter of your wheel)
• A spanner for the rim lock if you have one
• Valve stem tool to remove valve stem. The Desert Fox Valve tool can be found here.
• Talcum powder
• A warm tyre (cold tyres are very stiff and difficult to change)
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http://bikegear.co.za/product/desert-fox-motorcycle-tyre-spoon/
http://bikegear.co.za/product/motorcycle-tire-valve-stem-puller/



